
Cryogenic Semi-rigid Coaxial Cable
034

Construction Specificatio

> 034 Cryogenic Semi-rigid Coaxial Cable P/N:23-NbTi-034

n

Diameter(mm)ltem MaterialNO

Outer conductor 0.91 Niobium Titanium

2 Insulation PTFE 0.66

3 Center conductor Niobium Titanium 0.203

Electrical Characteristics

Capacitance(pF/m) 96.21

Impedance(ohm ) 50±32

Max Operating Frequency (GHz)3 154

4 250Dielectric breakdown Voltage(V,AC 50/60Hz,1 min)

Mechanical and Environment Characteristics

1 Thermal conductivity at 4K(W cm/K) 4.44E-06

2 Conductor Resistance at 300K(0/m) Center Conductor:22.97 Outer Conductor:2.38

RoHS3 Compliant

Max.Operating temperature(℃) 904

Min inside ben d radius(mm) 3.25

16 Standard length(m)

Attenuation(dB/m)

4k300KNO Frequency(MHz)

<0.55001 7.6

<0.510002 10.7

<0.550003 24

10000 34.1 <0.54

20000 48.3 <0.55

*Values typical, guaranteed within 10%

NOTE: Standards:IEC61196-1995; Values typical, unless otherwise stated
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